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Type code Q4XTBLAF300-Q8
Ident no. 3094118

Operating mode Diffuse mode laser sensor (triangulation)
Light type red
Wavelength 655 nm
Laser class í 1
Ambient temperature -10…+55 °C

Operating voltage 12…30VDC
Readiness delay ð 750 ms
Response time <  1.5  ms

Construction rectangular, Q4X
Housing material stainless steel
Connection male M12, M12 x 1
IP Rating IP67 / IP69K

■ 2-line, 8-segment display

■ Rotatable connector, male M12 x 1, 5-
pin

■ Range: 100…400 mm

■ Laser class 2, red, 650 nm, acc. to IEC
60825-1:2007

■ Operating voltage: 12…30 VDC

■ 1 x PNP, 1 x NPN switching output

■ 18 mm thread

■ Stainless steel housing

Wiring diagram

Functional principle
The Q4X sensor is a laser-distance sensor
working on the principle of laser triangula-
tion. It has a reach of 300 mm and bipolar
laser-class-1 switching outputs (1 PNP and
1 NPN). In RUN mode, you can change the
switchpoint, adjust light and dark-switching
and teach the sensor accordingly. In SETUP
mode, you can select teach, all standard oper-
ating parameters and also return to the factory
defaults.
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Wiring accessories

Type code Ident no. Description Design

RKC4.5T-2/TEL 6625016 Connection cable, female M12, straight, 5-pin, cable length: 2
m, sheath material: PVC, black; cULus approval; other cable
lengths and qualities available, see www.turck.com

WKC4.5T-2/TEL 6625028 Connection cable, female M12, angled, 5-pin, cable length: 2
m, sheath material: PVC, black; cULus approval; other cable
lengths and qualities available, see www.turck.com

MQDEC2-506 3060810 Anschlusskabel, PVC, geschirmt, Länge 1.83 m, M12 x 1
Kupplung 5-polig auf offenes Ende

MQDEC2-506RA 3060813 Anschlusskabel, PVC, geschirmt, Länge 1.83 m, M12 x 1
Kupplung gewinkelt 5-polig auf offenes Ende


